TriINITY OrrsHorE PTE LTD

4 Loyang Crescent, Singapore 508979
Fax : (65) 65451000 Email : info@trinityoffshore.com  Website : www.trinityoffshore.com
Co. Reg. No. 199102555 K

Tel : (65) 65431000

Geotechnical Survey Vessel
MV TRINITY SURVEYOR

§

N

o L] o \I
7 i | ||
- : ; (=] i
I
3 e | e © L i
b s L
LY ud aL
g}
Z I d L P as 2N i ’
- ~ 4 [
T — < - b A ™ i ;v 4 74
C LT Ry = Y i 4 R >, & L
) SO ki m S el 2 w2 v-?é'“ ! 1
TV o ra T 2 ! sxn
.. -F ramy |/ N\ PR [
W, fsen - ~ ¥ " : Ay
b= CHEST| ™. - g B i v F 1
P (’ -‘\‘ ~e ok L 3 R < b )(" /’ \‘
Py ~. I [ == 3 < o N
fe=f T L ‘BNt ST TR T N -l N S
] £ E: ] ] ]

Vessel Specification

Year Built 2008
Flag Kiribati
Classification ABS

Principal Dimensions Accommodation

Length Overall 55.00 m Crew 12 men
Beam 13.80 m Passengers 28 men
Maximum Draft 5.50m Total 40 Berths
GRT / NRT (MT) 1,092/ 327 (Number of berths for Charterers’ usage as per
charter party agreement)
Propulsion Auxiliary Machinery
Main Propulsion 2 Auxiliary Generators 2 x Volvo DX-12-AUX

1 x Sphere HL2/77, 1 x sphere
HLF2/77

Compressors

Propulsion Type Niigata 6MG 25HX

Total BHP
Propellers
Bow Thruster
Lateral Thrust

3,600

2 x 4 Blade Fixed Pitch
1 x Schottel STT 330T

5 Tons

Deck Machinery
2 x 5-Tons (15m/min)
10 Ton @ 15m/min
1 double-drum unit

Vertical Capstans
Tugger Winches
Anchor Windlass

NOTICE: Particulars are believed to be correct and subject to revision without prior notice. Interested parties must inspect vessel to check on suitability of the Company’s equipment. Company has
exercised due diligence to ensure that the data contained herein is reasonably accurate. However, the Company does not warrant the accuracy or completeness of the data. In no event shall the Company
be liable for any damages whatsoever arising out of the use or inability to use the data contained herein. All optional equipment for Charterers’ usage shall be agreed by the Company. Updated as at 27
June 2019.
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Mooring System Moon Pool

System : 4 Point Mooring 2.5m x 2.5 m at centerline located at frame 28 to 32
Mooring Winches © 4 x 25T (30mm x 1000m wire)
Mooring Anchors . 4 x3Ton HP Delta Flipper
Navigation Equipment Communications Equipment
Radar No. 1 : Furuno FR 1505 MK3 HF Radio ;1 x Sailor HC4500
Radar No. 2 . Furuno GPS 150 VHF with DCS ;1 x Sailor RT5022
Echo Sounder . Skipper ED-165 EPIRB : 1xMcMurdo E3
Weather Fax . DEBEG 2095 SART ;. 2xMcMurdo S3
Receiver Navtex Receiver ;1 xMcMurdo ICS Nav 5plus
AlS . Furuno FA 150 2 way VHF Radio ;3 xMcMurdo 84001
Auto Pilot : Raytheon NP 60 PA System / Talk : 1xVinto ETB100
Gyro Compass . Anschutz STD 22 Back System
Immarset System : Sailor TT 3000C
Cargo Capabilities Performance

Fresh Water ;. 550 ms3 Service Speed . Max - 11 knots
Fuel : 550 m3 Economical - 9 knots
Dead Weight ;1,100 Tons @ 4.76m max draft
Recovery Oil ;150 ms3
Clear Deck Area : 350m?2

Marine Drilling Rig & CPT Life Saving Apparatus
Please refer to Specification attached. Liferafts : As per SOLAS

Rescue Boat ;1 xRigid Type

NOTICE: Particulars are believed to be correct and subject to revision without prior notice. Interested parties must inspect vessel to check on suitability of the Company’s equipment. Company has
exercised due diligence to ensure that the data contained herein is reasonably accurate. However, the Company does not warrant the accuracy or completeness of the data. In no event shall the Company
be liable for any damages whatsoever arising out of the use or inability to use the data contained herein. All optional equipment for Charterers’ usage shall be agreed by the Company. Updated as at 27
June 2019.
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